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Program Manager

(PM)

Registered PE

Completed FHWA
approved

comprehensive
bridge Inspect Trng

Course

Team Leader

(TL)

Program

Manager
quals

Individual

Charged w/
Overall Resp

Load Ratings

U/W Bridge

Inspection
Diver

(UWBID)

Completed FHWA
approved

comprehensive
bridge Inspect
Trng Course

Registered
PE

10 years Inspect
experience

Completed FHWA
approved

comprehensive
bridge Inspect Trng

Course

5 years bridge

Inspect
experience

Certified Level III
or IV bridge

safety inspector
by NICET

Completed FHWA
approved

comprehensive
bridge Inspect
Trng course
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Completed FHWA
approved

comprehensive
bridge Inspect
Trng course

U/W Diver Bridge
Inspectors Trng

Course based on
the BIRM

BS degree

in
engineering

Completed
FHWA

approved
comprhnsive
bridge Inspct
Trng course

Successfully
passed EIT

2 years
bridge
Inspect

experience

Associates
degree in

engineering or
engr tech

               (5)(i)

Completed
FHWA

approved
comprhnsive
bridge Inspct
Trng course

4 years bridge
Inspect

experience

(a)

 (1)  (1) (1)

 (2)  (2)

(2) (3) (4)(i)

(d)
(c)

(b)

(4)(ii)

(4)(iii)

(4)(iv)

(5)(ii)

(5)(iii)
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(or)

(or) (or) (or) (or) (or)



Inspection
Frequency

(650.311)

Revised NBIS Regulation

Routine
Inspections

Inspect at
regular

intervals NTE

24 months

U/W
Inspections

Inspect at > 24
months NTE 48

months

FCM
Inspections

Damage,

In-Depth,
Special

Inspections

 establish
criteria to

determine

Level and
Frequency

Inspect at
Intervals

NTE 24

months

Inspect at
regular

Intervals NTE

60 months

Inspect at
 < than 24 month

intervals

establish criteria
to determine

Level and

Frequency

 factors of age,

traffic

characteristics
and known

deficiencies

Inspect at
< than 24

month

 intervals

establish
criteria to

determine

Level and
Frequency

 factors as

construct

matls, environ,
age, scour

characteristics,

past condition
rating, and

known

deficiencies

FHWA Approval

Needed

where past

inspect findings
and analysis

justifies

increased
interval

Inspect at >

60 month
intervals

NTE 72

months

FHWA

approval

Needed

where past
inspect

findings and

analysis
justifies

increased

interval

Inspect at
< than 24

month

intervals

establish
criteria to

determine

Level and
Frequency

 factors: age,

traffic
characteristics

and known

deficiencies
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(a) (b) (c) (d)

(1) (2) (3) (1) (3)(2) (2)(1)
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